
DETAIL 6080

NEW CONSTRUCTION OR RE-ROOF

TERMINATION INTO EXISTING SYSTEM

PARAPET WALL DETAIL FOR MECHANICALLY FASTENED SYSTEMS

SCALE:

PREVIOUS:

REVISED:

NONE

01/01/2009

02/03/2017

Note 1: 1-3/4 or 4-inch Fascia Bar and Cover (cover optional) may be used in place of

Termination Bar.

Note 2: Membrane fastening at deck-to-wall transitions and walls shall be same as per

respective zones that area is located within (field, perimeter, corner).

Note 3: Refer to Detail Drawing 6010 for tab spacing.

Note 4: All field welds shall be a minimum of 1-1/2 inches wide.

Note 5: Refer to specifications for vapor barrier, insulation and cover board requirements.

Deck

8 inches,

min.

Factory

weld

Termination Bar and approved Duro-Last

fasteners spaced 6 inches on center

Approved Duro-Last sealant

Duro-Last custom-fabricated

Parapet Flashing

Approved Duro-Last

plates/fasteners (Note 2)

Approved cover board (Note 5)

Approved insulation (Note 5)

Approved vapor barrier (Note 5)

Field weld

(Note 4)

Existing wall flashing must be cut away

to allow termination against substrate

Existing roofing

system

Approved

Duro-Last

slip sheet

Approved

Duro-Last

®

caulk


